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   Scissor lift under �oor

Technical Data:  TW SA-42 U

Lifting capacity 4200 kg

Lifting height max. 2040 + 515 mm

Platform L./ W. 4800/600 mm

Lifting, lowering 
time (approx.)

45/30 sec.

Power supply 400 V / 3 Phase

Motor power 2,2 kW

Fusing 16 A / type C

Weight (approx.)  2050 kg
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Scissor lift  (4.2 t)

Item No.: TW SA-42 U

Features
• 

Manufactured in accordance to ISO 9001• 
Acoustic Warning signal (foot protection)• 
Hydraulic synchronisation• 
Jacking beam (3 t) with adjustable platforms• 
Automatic safety-lock-release system• 
Roll o� protection• 
Fluorescent lighting system • 

Description

beam, rear sliding plates and front recesses for 
optional turntables.
It is the ideal lift for wheel alignment.

Delivery contents | Optional accessories
Lift incl. Power unit• 
Jacking beam (3 t)• 
Rubber blocks• 
Heavy duty anchor bolts• 
Rear sliding plates• 
Turntables (optional)• 
English instruction manual• 

• 

We exhibit at the “Automechanika” and the “Reifenmesse Essen”. Well worth a visit!

(3) Extreme long runways, ideal for long wheelbase transporters


